
 

Small Diameter Tube Hone
HTE-1500W



Features and Benefits

The Sunnen HTE-1500W

• 100% process control with tool overload protection
• The active 3-axis function control management 
   guarantees highest accuracy and best bore geometry
• Repeated positioning of stroke within 0.1 mm
   during operation, independent of different stroke speeds
• Stroke speed variable (stroke rate adjustable in 0.1 m/min
   increments through operator interface  adjustable
   during cycle)
• Size lock system with stone wear compensation
• Dwell and oscillation features

• Spark out function
• All axis are electrical driven (efficiency up to 90%)
• Storage facility for over 900  programmed set-ups
• Spindle jog, short stroke at any position
• Digital stroke position indicator
• Digital stroke speed indicator
• Digital spindle RPM readout

The new HTE-1500W honing system has been developed to hone small diameters for job shops
and repair facilities. Servo controlled infinitely variable spindle and stroke motors ensure the HTE-1500W efficient
stock removal rates up to 150 cm3/h. The flexible honing system achieves enough power to drive MMT, LFT-DX or GH tools
by using our wide assortment of borazon or diamond metal-bond superabrasives.

As an all-inclusive supplier, Sunnen takes full responsibility for the entire process.

MMT, LFT-DX, GH Tools
Range of use ø 4 - 19 mm

Built for small diameter tube
       applications Barrels, Racing technology, Pneumatics hammers,

Pressure control valves
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Technical Specifications

HTE-1500W

Minimum stroke length 2.5 mm

Maximum stroke length 1'530 mm

Maximum bore length 1'600 mm

Travelling steady rest 1 (programmable position)

Overall length 5'190 mm

Overall width 1'482 mm

Capacity
• Stock removal rate 
• I.D. capacity                                         
• O.D. capacity standard

up to 150 cm³/h
4 - 19 mm
up to 150 mm

Spindle drive system
• AC-spindle motor
• Spindle speed range

0.75 kW (1 HP) variable speed con-
trolled
5 - 2'100 RPM 

Stroke system
• Stroke servo motor
• Stroking speeds

2.17 kW (2.9 HP) / beltdrive 
1 - 30 m/min

Tool feed system
• Feed servo motor
• Feed System

0.42 kW (0.56 HP)
Servo controlled (linear push/pull)

Computer control
• IPC (industrial PC control), Windows® EMBEDDED 
   control system / screen size 15” 
• Languages E/D/I/F/S

Work holding fixture
• 2 Standard Prism fixture (up to O.D. 150 mm)

Supply requirements
• Electrical system
• Compressed air 

400 - 460 Volt; 50 / 60 Hz; 3-phase
30 litre per minute at 6 bar

Lubrication system
• Way bearings
• Spindle bearings
• Gear reducers

Live time lubrication
Oil bath
Oil bath

Coolant system
• Tank                                        
• Supply pump                            
• Filter system

182 liter reservoir 
20 l/min
Manual paper bed filter

Safety features
• CE Version 1 light curtain on front of 

spindle table
1 fence with door for backside 
protection

Paint
• Grey RAL 9002 / Black RAL 9005

Optional features
• Pneumatic chuck
• Manual chuck
• End clamp fixture (axial)
• Automatic size control (ASC)
• Guide pot
• Cartridge paper filter unit

Spindle center height to floor 1'100 mm

Height 1'406 mm

Weight 1'240 kg

Coolant capacity 182 l

Built for small diameter tube
       applications



 

Sunnen worldwide

Sunnen Products Company
St. Louis – USA
World Headquarters

7910 Manchester Ave. 
US – St. Louis, MO 63143

Phone +1 314 781 21 00
Fax +1 314 781 06 92
sunnen@sunnen.com
www.sunnen.com

Sunnen AG 
Ennetaach – Switzerland
European Technology Center

Fabrikstrasse 1
CH – 8586 Ennetaach-Erlen

Phone +41 71 649 33 33
Fax +41 71 649 33 34
sales@sunnen.eu
www.sunnen.eu

Sunnen Italia S.r.l.
Arese – Italy

Via Guglielmo Marconi 24/B
IT – 20020 Arese (MI)

Phone +39 02 383417 1
Fax +39 02 383417 50
sunnen@sunnenitalia.com
www.sunnenitalia.com

Sunnen Products Ltd.
Hempstead Herts – GB

No. 1 Centro, Maxted Road
Hemel Hempstead
GB – Herts HP2 7EF

Phone +44 1442 393939
Fax +44 1442 391212
hemel@sunnen.co.uk
www.sunnen.co.uk

Sunnen SAS
Saclay – France

Domaine Technologique 
de Saclay
Bâtiment Apollo, 4, 
rue René Razel
FR – 91892 Saclay

Phone +33 1 69 30 0000
Fax +33 1 69 30 1111
info@sunnen.fr
www.sunnen.fr

Sunnen Benelux BVBA
Kontich – Belgium 

Singel 6/C – bus2 
BE – 2550 Kontich

Phone +32 3 880 28 00 
Fax +32 3 844 39 01 
info@sunnen.be
www.sunnen.be

Sunnen Polska Sp. z o.o.
Warszawa – Poland

ul. Odrowaza 13
PL – 03-310 Warszawa

Phone +48 22 814 34 29
Fax +48 22 814 34 28
sunnen@sunnen.pl
www.sunnen.pl

Sunnen RUS LLC
Moscow – Russia

1-nd Karacharovskaya, 17
RU – 109202 Moscow

Phone +7 495 258 43 43
Fax +7 495 258 91 75 
sunnen@sunnen-russia.ru
www.sunnen.ru

Sunnen s.r.o.
Strakonice – Czech Republic

Nabrezi Otavy 73
CZ – 38601 Strakonice

Phone +420 383 376 317
Fax: +420 383 376 316
sunnen@sunnen.cz
www.sunnen.cz

Shanghai Sunnen 
Mechanical Co. Ltd.
Shanghai – China

889 Kang Qiao East Road, Pudong
CN – Shanghai 201319, P.R. China

Phone +86 21 58133990
Fax +86 21 58132299
sales@sunnensh.com
www.sunnensh.com

Sunnen do Brasil Ltda.
São Paulo – Brazil

São Bernardo Docampo
Rudge Ramos (09720)
BR – São Paulo

Phone +55 11 4177 3824
Fax +55 11 4362 3083
www.sunnen.com.br

Sunnen India Pvt. Ltd.
Navi Mumbai – India

Plot. no. W-225, TTC Industrial Area
Khairne MIDC, Thane Belapur Road
IN – 400705 Navi Mumbai

Phone +91 22 6139 2800
sales@sunnen.in
www.sunnen.in

X–SAG–HTE–02E–B

NOTE: Sunnen reserves the right to change or revise specifications and product design in connection with any feature of our products contained herein. 
Such changes do not entitle the buyer to corresponding changes, improvements, additions, or replacements for equipment, supplies or accessories pre-
viously sold. Information contained herein is considered to be accurate based on available information at the time of printing. Should any discrepancy 
of information arise, Sunnen recommends that user verify the discrepancy with Sunnen before proceeding in any bore sizing and finishing operation.

Sunnen Austria GmbH
Hohenems – Austria
Diepoldsauerstrasse 35
AT – 6845 Hohenems

Phone +43 5576 74194
Fax: +43 5576 74196
sales@sunnen.eu
www.sunnen.eu

Your local distributor


